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4 MP Smart Hybrid Light IP Camera Kit
Single-model reference sheet based on Hikvision manufacturer documentation. This is an independently compiled summary, not an original

Hikvision-issued single-model datasheet.

Specification EKI-K164T412H

Configuration 16-channel PoE NVR with 12 IP turret cameras

NVR model ERI-K216-P16 (D)

Included storage 4 TB HDD

Camera model DS-2CD1343G2-LIUF, 2.8 mm

Cameras included 12

Camera resolution 4 MP

NVR IP channels 16

PoE ports 16 (IEEE 802.3af/at)

PoE power budget 150 W

Incoming bandwidth 160 Mbps

Outgoing bandwidth 80 Mbps

HDMI output Up to 4K (4096 x 2160 at 30 Hz)

Compression H.265+, H.265, H.264+, H.264

SATA interfaces 2; up to 8 TB per disk

Ethernet 1 RJ-45 10/100/1000 Mbps

NVR dimensions 385 x 315 x 52 mm

Operating temperature -10 to 55 C

Manufacturer source: Hikvision, "Datasheet for EKI-K41T44H / EKI-K42T44H / EKI-K82T46H / EKI-K164T412H - Dual Light Kit"

https://assets.hikvision.com/prd/public/all/doc/m000117453/Datasheet-for-EKI-K41T44H-EKI-K42T44H-EKI-K82T46H-EKI-K164T412HDual-Lig

ht-Kit.pdf



